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LED poster display

Features:
○ Cabinets can be sustomized to different   
     dimension ;
○ Light weight, aluminum frame and tempered 
     glass ensure graceful appearance of the 
     player ;
○ Extraordinary visual effect ;
○  Adopting LED as the display element with 
      high refresh rate, high brightness ;
○  Easy to install ;
○  With 4G or wifi control LED display;

Poster led display with pedestal

Poster led display
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Application:
○ airport        ○ market        ○ grogshop       ○ high-speed rail station       ○ Offices       ○ 4S shop       
○ Shopping Guide       ○ convention center   ○ bank

Technical Specifications:
Pixel Pitch P1.8 P1.9 P2 P2.5 P3

LED type SMD1515 SMD1515 SMD1515 SMD2121 SMD2121

Pixel configuration 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD 3 in 1 SMD 3-in-1 SMD

Pixel density 288,906 pixels/m2 275,625 pixels/m2 250,000 pixels/m2 160,000 pixels/m2 111,111pixels/m2

Module dimension(W*H) 320*160mm 160*160mm 320*160mm 320mmx160mm 192mmx192mm

Module resolution 172*86dots 84*84dots 160*80dots 128*64dots 64*64dots

Drive Method 1/43 scan 1/28 scan 1/40 scan 1/32 scan 1/32 scan

Maintenance back back back Front and back Front and back

Base Cabinet size (W*H) 695.4mmx1965.4mm 695.4mmx1965.4mm 695.4mmx1965.4mm 695.4mmx1965.4mm 595.4mmx1965.4mm

Bracket Cabinet size (W*H) 695.4mmx1939.4mm 695.4mmx1939.4mm 695.4mmx1939.4mm 695.4mmx1939.4mm 595.4mmx1939.4mm

Standard  Display size (W*H) 640mmx1920mm 640mmx1920mm 640mmx1920mm 640mmx1920mm 576mmx1920mm

Display resolution 344*1032dots 336*1008dots 320*960dots 256*768dots 192*640dots

Cabinet main part depth 48mm 48mm 48mm 48mm 48mm

Cabinet material aluminium profile & 
metal

aluminium profile & 
metal

aluminium profile & 
metal

aluminium profile & 
metal

aluminium profile & 
metal

Cabinet net weight about 30kg/pcs about 30kg/pcs about 29kg/pcs about 29kg/pcs about 26kg/pcs

Brightness 800 cd/m2 800 cd/m2 800 cd/m2 900~1250 cd/m2 800~1000 cd/m2

Best Viewing Distance 2m to 20m 2m to 20m 2m to 20m 2.5m to 25m 3m to 30m

Viewing Angle 140 * 140 140 * 140 140 * 140 140 * 140 140 * 140

Grey Level 14 Bit 14 Bit 14 Bit 14 Bit 14 Bit

Refresh Rate ≥1920HZ ≥1920HZ ≥1920HZ ≥1920HZ ≥1920HZ

Power consumption(Avg.) 250w 250w 250w 250w 250w

Power consumption(Max.) 800w 800w 800w 800w 800w

Humidity-operating 10% ~ 95% 10% ~ 95% 10% ~ 95% 10% ~ 95% 10% ~ 95%

Operating Temperature -20° - 50° C -20° - 50° C -20° - 50° C -20° - 50° C -20° - 50° C

Screen life ≥100000 hours ≥100000 hours ≥100000 hours ≥100000 hours ≥100000 hours

Controlling System Wifi/USB/LAN/4G etc. Wifi/USB/LAN/4G etc. Wifi/USB/LAN/4G etc. Wifi/USB/LAN/4G etc. Wifi/USB/LAN/4G etc.

Certificates CE,RoHs,FCC,UL CE,RoHs,FCC,UL CE,RoHs,FCC,UL CE,RoHs,FCC,UL CE,RoHs,FCC,UL

Ingress Protection (IP) IP31 IP31 IP31 IP31 IP31

Warranty 2 Years 2 Years 2 Years 2 Years 2 Years

Notes: Specifications are for reference only. Please contact our salesperson for details. All rights are reserved to SZLEDWORLD.
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